DECRATILE HIP & RIDGE HIP 2x2 BATTEN

FASTENERS:
USE 8d CORROSION
RESISTANT BOX NAILS OR DECRA TILE PANEL:
MIN #9 CORROSION BEND UP 2" AGAINST HIP BATTEN
RESISTANT SCREWS

(COLOR COORDINATED)

UNDERLAYMENT
BATTENS:
SHEATHING: TYP
MIN 15/32" 2x2 NOMINAL WOOD OR STEEL
HAT SECTIONS SUFFICIENT TO
RAFTER SPAN RAFTER SPACING.

WOOD BATTENS FASTENED TO
DECK WITH 16d COMMON NAILS.

STEEL HAT SECTIONS FASTENED
TO DECK WITH MIN #9x1-1/2"
CORROSION RESISTANT SCREWS.

DECRATILE HIP & RIDGE M
STACKED 2x2 BATTENS
FASTENERS:
USE 8d CORROSION
RESISTANT BOX NAILS OR
MIN #9 CORROSION
RESISTANT SCREWS
(COLOR COORDINATED)
UNDERLAYMENT DECRA TILE PANEL:
SHEATHING: TYP BEND UP 2" AGAINST RIDGE BATTEN
MIN 15/32"
RAFTER
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