
UNDERLAYMENT TO 
TOP OF PANEL BEND

UNDERLAYMENT

ROOFING GRADE SEALANT/ ADHESIVE

RAFTER

DECRA Roofing panel:
Bend up back edge 
of panel

DECRA ROOFING PANEL OR 
CHIMNEY FLASHING: BEND 
UP FRONT EDGE OF PANEL

SKYLIGHT COUNTER FLASHING (TYP. ALL SIDES) 
REQUIRED DEPENDING ON HEIGHT OF SKYLIGHT

UNDERLAYMENT TO TOP OF PANEL BEND

ROOFING GRADE SEALANT/ ADHESIVE

DECRA ROOFING PANEL: 
BEND UP SIDE AGAINST 
SKYLIGHT MIN 2"

UNDERLAYMENT
RAFTER

WOOD FRAMING
NOTE: DETAILS MAY VARY BY SKYLIGHT MANUFACTURER

BATTENS:
2x2 NOMINAL WOOD 
OR STEEL HAT SECTIONS 
SUFFICIENT TO SPAN 
RAFTER SPACING

SHEATHING: TYP
MIN 15/32"

FASTENERS:
USE 8d CORROSION 
RESISTANT BOX NAILS OR 
MIN #9 CORROSION 
RESISTANT SCREWS 
(COLOR COORDINATED)

2" = 1' 0"03-29-13
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