
STONE COATED STEEL OPTIONAL EAVE RISER DETAILS 

Current Technical Bulletins are listed on our website at WestlakeRoyalRoofing.com  
and we reserve the right to amend or update these documents at any time. © 2022 WRRS LLC  - 03/22

GUTTER RISER,
Used when gutters are installed

Panels on – 
GUTTER Riser

GUTTER RISER 

B

Generic MESH RISER Material,
Strips or Rolls layered to provide the correct 

vertical 1st panel row support height as needed.

Panels on – 
Generic MESH Strip Riser

A

1X4 or PLASTIC BATTEN STRIP RISER
1X4, 1X3 or 1X2 may also be used.

Panels on – 
1X4 or PLASTIC 
BATTEN Riser

C

DRIP EDGE Metal or 3-½” Stone-Coated 
Fascia metal, or Standard ‘D’ Edge Metal 

per local market

DRIP EDGE Metal or 3-½” Stone-Coated 
Fascia metal, or Standard ‘D’ Edge Metal 

per local market

DRIP EDGE Metal or 3-½” Stone-Coated 
Fascia metal, or Standard ‘D’ Edge Metal 

per local market

PINE-CREST Shake, COTTAGE Shingle, 
PACIFIC Tile

PINE-CREST Shake, COTTAGE Shingle, 
PACIFIC Tile

PINE-CREST Shake, COTTAGE Shingle, 
PACIFIC Tile

Refer to Unified Steel™ HVHZ Florida Approvals for PANEL fasteners & fastening pattern details
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Unified Steel™ stone coated roof panels (PINE-CREST Shake, COTTAGE SHINGLE, PACIFIC Tile, and BARREL-VAULT 
Tile (similar), installed without battens) may be installed using any of the A-C Facia-Eave Riser details shown below.

EAVE-FASCIA RISER Options (A-C) 
Fascia-Rake Cross Section:

 Technical Bulletin

Any questions regarding content or usage of our installation guides or code 

approvals should be directed to your local technical service representative. 

Please visit WestlakeRoyalRoofing.com or call customer service at 800.669.8453.


